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1. IBMi

1.1. IBM®i OS Requirements

TG products are supported on the following IBM i OS versions:

e V5R4
e V6R1
e V7R1
e V7R2
e V7R3

Important: This product does not support the emulator (workstation) display size of 24x80. You must change the
display to sizeto 27x132. If you do not change the display size, you will receive the error message CPF4169.

See also: Change Emulator Display Size

1.2. Install TG Products on IBM i Series Server

Use this task to install the available TG products on an IBM i Series server. This task describes the following:

Step 1: Extract the compressed installation files
Step 2: Locate the installation program

Step 3: Loginto the FTP IBM i Sever

Step 4: Transfer and run installation program

1.2.1. Extract Installation Files

To extract the installation files

1) Locatethe TGINSTALL.zip.
2) Savethezipfile tothe desired location on the server.
3) extract thefiles.

1.2.2. Locate the Installation Program

To Locate the SVF file

1) Accessthe unzipped installationfiles.
2) Locatethe tginstall.svffile.

1.2.3. Log into FTP IBM i Server

To log into the FTP IBM i server

1) Ata Windows command prompt, enter the following:



FTP <IBM i system name>

2) Press ENTER.

1.2.4. Transfer and Run Installation Program

To FTP the files and run the installation program

At the FTP prompt, execute the following commands:

Command Value

Change transfer mode to

binary BIN

Create savefileon IBM i

QUOTE RCMD CRTSAVF QGPL/TGINSTALL
server

Transfer tginstall.svfto IBM i

cerver PUT c:\<path to>\tginstall.svf QGPL/TGINSTALL

QUOTE RCMD RSTLIB TGINSTALL DEV(*SAVF) SAVF(QGPL/TGINSTALL)

Restore TGINSTALL library MBROPT(*ALL) ALWOBJDIF(*ALL)

QUOTE RCMD TGINSTALL/TGINSTALL PROD(*TGAUDIT) INSTYPE(*INSTALL)

Run installer EULA(*ACCEPT) BATCH(*NO)

See also:

TGMenu Configuration

1.3. Uninstall TG Products from IBM i Series Server

Use this task to uninstall TG products from your IBM i Series server. This task describes the following:
Step 1: LogintotheIBM i Server

Step 2: Remove the TG product files

Step 3: Delete the TGINSTALL library

Step 4: Delete the TGOWNER object

Step 5: Delete the TGAUTL object

1.3.1. Log into the IBM i Server

To access the IBM i Main Menu

e Signinto IBM i using your *SECOFR user class profile.

1.3.2. Remove the TG Product Files

To remove the TG product files

1) Atthe Selection or command prompt, enter TGINSTALL/TGINSTALL PROD(*TGAUDIT) INSTYPE(*REMOVE).
2) Press Enter.

Note: If you have multiple productsinstalled, run this command for each product (i.e., TGAudit, TGSecure, etc.)



IBM i Main Menu

1.3.3. Delete the TGINSTALL Library

To delete the TGINSTALL library

1) Atthe Selection or command prompt, enter DLTLIB LIB(TGINSTALL).
2) Press Enter.

1.3.4. Delete the TGOWNER Object

To delete the TGOWNER object

1) AttheSelection or command prompt, enter DLTUSRPRF USRPRF(TGOWNER).
2) Press Enter.

1.3.5. Delete the TGAUTL Object

To delete the TGAUTL object

1) AttheSelection or command prompt, enter DLTAUTL AUTL(TGAUTL).
2) Press Enter.

1.4. Upgrade TG Products on IBM i Series Server

Use this task to upgrade the available TG products on an IBM i Series server. This task describes the following:
Step 1: Extract the compressed installation files

Step 2: Locate theinstallation program

Step 3: Loginto the FTP IBM i Sever

Step 4: Transfer the installation program

Step 5: Restore theinstall library

Step 6: Run the upgrade command




1.4.1. Extract Installation Files

To extract the installation files

1) Locatethe tginstall.zip.
2) Savethezipfile tothe desired location on the server.
3) extract thefiles.

1.4.2. Locate SVF File

To locate the SVF file

1) Accessthe unzipped installationfiles.
2) Locatethe tginstall.svffile.

1.4.3. Log into FTP IBM i Server

To log into the FTP IBM i server

1) Ata Windows command prompt, enter the following:
FTP <IBM i system name>

2) Press ENTER.

1.4.4. Transfer Installation Program

To transfer the installation file

At the FTP prompt, execute the following commands:

Command Value

Change transfer mode to

binary BIN

Delete old save file on IBM i

server QUOTE RCMD DLTOBJ OBJ(QGPL/TGINSTALL) OBITYPE(*FILE)

Create new savefile on IBM i

QUOTE RCMD CRTSAVF QGPL/TGINSTALL
server

Transfer tginstall.svfto IBM i

server PUT c:\<path to>\tginstall.svf QGPL/TGINSTALL

1.4.5. Restore Installation Library

To restore the installation library

At the FTP prompt, execute the following commands:



Comman

Value
d
Restore
QUOTE RCMD RSTLIB TGINSTALL DEV(*SAVF) SAVF(QGPL/TGINSTALL) MBROPT(*ALL) ALWOB
TGINSTA
. IDIF(*ALL)
LL library

1.4.6. Run Upgrade Command

To run the upgrade command

1) SignintoIBMiusingyour *SECOFR user class profile.

2) AttheSelection or command prompt, enter TGINSTALL/TGINSTALL INSTYPE(*UPGRADE) EULA(*ACCEPT)
BATCH(*NO).

3) Press Enter.

IBM i Main Menu

See also:

TGMenu Configuration

1.5. TGMenu Configuration

1.5.1. Configure TGMenu

Use this task to configure the TGMenu (which provides access to TGAudit and TGSecure). This task describes the
following:

Step 1: Loginto the IBM i Main Menu

Step 2: Add License Key

Step 3: Add Authorized Users

Step 4: Configure NetServer

Step 5: Change Emulator Display Size

Step 6: Enable Report Filter Modifications

1.5.2.Step1-Log In

Use this task to log in from the TG - Main menu.

Important: You must have an *SECOFR user class IBM i profile.



To access the TG Main menu

1) SignintoIBMiusingyour *SECOFR user class profile.
2) Atthe Selection or command prompt, enter TGMENU.
3) Press Enter.

IBM i Main Menu

Note: The TG Main menu is displayed.

1.5.3. Step 2 - Add License Key for NetlQ Customers

Use this task to do the following:

e Obtain license key
e Addlicense key

To use the product, you must have a valid license key. If a valid license key is not present, a message appears in the
System Operator (QSYSOPR) message queue.

Note: A 14-day trial license is provided at the time of installation, so you can immediately begin using the product,
but if you purchased a license, add it immediately to avoid any issues.

1.5.3.1. Obtain License Key

To obtain a license key

1) Contact customercare@netig.com or your NetlQ salesperson.
2) Create a ticket requesting a license key.

1.5.3.2. Add License Key

To add a license key

1) Access the TG Main menu.

2) Atthe Selection or command prompt, enter 80 (Licensing Status).
4) Press Enter.

5) PresstheF6 (Add Key) function key.



6) Enterthe license key.
7) Press Enter.

1.5.4. Step 3 - Add Authorizing Users

Use this task to do the following:

e Display list of authorized users
e Add authorized user

Important: To use the product, the administrator must grant you access.
Tip: If you are the administrator, don't forget to add yourself.
During installation, the following users are automatically authorized to use the product:

e QSECOFR
o The user profile that installed the product

1.5.4.1. Display Authorized Users

Use this task to display the list of current authorized users.

To display authorized users

1) Accessthe TG Main menu.
2) Atthe Selection or command prompt, enter 70 (Work with TG Product Users).
3) Press Enter.

Note: The Edit Authorization List interface displays.

1.5.4.2. Add Authorized Users

Usethis task to add an authorized user.

To add authorized users

1) Accessthe Edit Authorization List interface.

2) PresstheF6 (Add new users) function key.

2) IntheUsercolumn, enter the user profile of the user you want to add.
3) In the Object Authority column, enter *ALL.

4) Press Enter twice.

1.5.5. Step 4 - Configure NetServer to Enable Report Viewing

Use this task to configure a share drive on the NetServe. This allows the system to save and immediately display
reports generated in HTML, XML, or CSV formats on your screen.

e Enable additional report outputs (XML, HTML, CSV)
Create share folder

Restrict permission to share folder

Add IBM i Server to host table

Map network drive to share folder

Important: Because this share folder stores report outputs, it is important to ensure permissions to the folder are
restricted to only those individuals with appropriate job-related responsibilities.



1.5.5.1. Enable Additional Report Outputs

Use this task to enable the displaying of XML, HTML, and CSV formats of reports.

To enable displaying of report outputs

1) Start NetServer.
2) Atani5/0Scommand, enter the following:

STRTCPSVR SERVER(*NETSVR)
3) Click Enter.

1.5.5.2. Create Share Folder

Use this task to create the share drive on which reports are to be saved.

To create a share folder on which to save the report outputs
1) Createa NetServer file share called TrinityGuard:

System i Navigator - [Your Connection] - Network - Servers - TCP/IP

e Edt View Hep
/b # 2o
froronment: by Connectons (T3 Tom
0 Management Central (Geness) = | Hame Status Descrpton
| I My Connactom i BoctP Sopped BootP Server
5 1 msine 5 Bocth DHCP Relay A Stopped Boctd DHCP Relay Agert
% B Basic Operatons DOV Started DRDA DDM Server TCR/P
« Eg Work Managemere E| |loDHCP Stopped Dyrarmec Host Configuation Prote
= B Contigursten and Seree ‘N DLFM Stepged Daeniink File Manager
= [ Network o EDRSQL Stopped Extended Dynamac Remcte 5L
& T 1079 Confpuation | | & Stated File Transles Protocol
=5} Remete Acoess Services ';HTT" Admeatrebon  Sated HTTP Server
&) Seven 55 /05 NetServer Started 8108 Suppert for Windows Networ
D %R o 1BM Tivol Disectory .. Staed TBM Tiveh Durectory Sarves for 8/05..
B Spstemi Access TNETD Siopped  Internet Daemon (INETD) Super Ser..
oS wRLPD Lrated Lt Proter Daermen
: e "2!&% centrsl  Stamted Management certral
J oS Stopped [NFS Server
-5 P Polkcis " 1GE e e e o manmpeseTen
A4 3 (onRon tﬁm.ul.l.;!Im.‘!.ll\-cu.. ij DHCP Servtr
W Configure systern s Direct LJ Server Subsyrterm Configurston
B8 Aderaratter Srectody uree

Figure: System i Navigator

2) Right-click i5/0S NetServer and select Open.
3) Right-click Shared Objects, and select New - File.

5 i5/05 NetServer - 172.29.17262 _
File View Help
| w2 ple| 2@l m
[EM System i Suppor for Windows Network Neghbotood  [15/05 Net Server
5 o 15/05 NetServer Share
2B Sarec LIQDIRSRY
L£)al Explore | DiGEm
& ,!';fifcl- New " File
Printer

Figure: i5/0S NetServer



4) Onthe General tab, assign the new share the following attributes:
— Name: TrinityGuard

— Description

—  Access level

—  Maximum number of users

— Pathnname: [TrinityGuard

5) Click OK.

i5/05 NetServer File Share - 172.29.172.62

General | Teoxt Conversion |

i5/05 Support for Windows Network Neighborhood

Share name: TrinityGuard
Description: [
Access: [R:ad unly _"_I

Maamum number of users

& No maximum

T Madmum users (0 - 2147483647): i 0

Path name: [ [TrinityGuard

Figure: i5/0S NetServer File Share

1.5.5.3. Restrict Permissionto Share Folder

To restrict permission to the share folder

1) Rightclick onthe TRINITYGUARD share, and select Permissions.

T
friie View Help
=IJ| b® |h|£|m
M System | Support for Windows Network Neighborhood  B5/0S NetServer: 172.25.131.36  Shared
5 g 15/05 NetServer Share Share Tyl
B £ Shared Objects $JQDIRSRY Fie
&) QDIRSRV L)qem Fie
A QIEM W Cin
£ TRINITYGUARD Explore
# 5 Sessions P -
ermissions
Stop Sharing
Properties

Figure: i5/0S NetServer

2) Click onthe Add button:
3) Enter the profile name for the user you want to add.



(D Trinityguard - Add Users and Groups

& Specify one or More USers or groups:
logl

" Select one or more users or groups below:

B
]
®

b
&

Figure: Trinityguard —Add Users and Groups

4) Click OK.
5) Select the desired permissions levels.
(D Trinityguard Permissions - Tgdev2
Object:
|iTrinityGuard
Type: Qwner; Primary group: Authorization list (AUTL):
|Directory |Taowner [(None) [Tgautl
Name | Read | Write | Execute I Managem.., { Existence IAller [ Reference { Exclude
& (Public) [T r I~ r r r I r
8 Togow.. ¥ v 7 v v v v r
o Joe |9 /W W W W W W W

Figure: Trinityguard Permissions
6) Click OK.

Tip: By default, when a user is authorized to use the product through the green screen menu, they inherit
permissions to this folder through the product authorization list.

1.5.5.4. Add IBM i Server to Host Table

To add IBM i server to the host table
Update the hosts table on your PCto include the IBM i server IP address and server name.

1) Opena text editor.
2) Editthefile C:\Windows\System32\drivers\etc\hosts:

10



I File Edit Search View Tools Macros Configure Window Help
NeH 8RB F BB O EE20/QV LR TQCH o
LIRS Documentl *
# Copyright (c) 1993-2009 Microsoft Corp.
£
# This is a sample HOSTS file used by Microsoft TCP/IP for Windows.
£
# This file contains the mappings of IP addresses to host names. Each
# entry should be kept con an individual line. The IP address should
# be placed in the first column followed by the corresponding host name.
# The IP address and the host name should be separated by at least one
# space.
£
# Additionally, comments (such as these) may be inserted on individual
# lines or following the machine name denoted by a '#' symbol.
£
# For example:
#
£ 102.54.94.97 rhino.acme.com # source server
# 38.25.63.10 X.acme.com # x client host
# localhost name resolution is handled within DN5S itself.
# 127.0.0.1 localhost
# 1zl localhost
192.168.1.148 genesis
172.29.175.212 V175212

Figure: HostFile

1.5.5.5. Map Network Driveto Share Folder

To map a network drive to the share folder

Note: The specific steps for this task will vary based on your operating system, so use these instructions as a guide,
not as an absolute.

1) Open My Computer.
2) Click on Map network drive.

= Q = -f- = —

What network folder would you like to map?

Specify the drive letter for the connection and the folder that you want to connect to:

Drive: __Z |

Folder: I W<iSeries Server Name> \TrinityGuard ']' Browse...

Bample: \\server\share

Reconnect at logon
W onnect using different credentials

Connect to 3 Web site that

you can yse to store your documents and pictures.

Figure: My Computer

3) Select a drive letter.
4) Enter the path to the TrinityGuard share folder.

Important: Use the IBM i system name, not the IP address.

11



5) Select that the following options:
e Reconnect at logon
e  Connect using different credentials

i ’U-. » Computer »
Organize v Properties System properties Uninstall o change a program -
T Fovorttes 4 Hard Disk Drives (1)
B Desitop TIOG623W0B (C:)
% Downloads b - —
1. Recent Places sy
& SkyDrive 4 Devices with Removable Storage (2
& w )
74 Libraries {253 OVD RW Drive (D) BO-ROM Drive (E)
* Documents
R —

Figure: Map Network Drive

6) Click the Finish button.

7) Enteryouri5/0S user profile and password.
8) Select the Remember my credentials option.
9) Click OK.

fresem

Enter Network Password
Enter your password to connect to: V143215

ﬂ PLUTO\arp

p— | User Name
| ane

U Domain: PLUTO
@mmbu my credentials

Figure: Windows Security

Alternatively, you can map the network drive from a Windows command prompt by using the following command:
NET USE * \\<IBM i Server Name>\TrinityGuard /USER:IBM i-username IBM i-password

1.5.6. Step 5 - Change Emulator Display Size

Use this task to change the emulator (workstation) display size to 27x132.
Important: This product does not support the emulator (workstation) display size of 24x80.

If you are not using the display size of 27x132, you will receive the error message CPF4169.

To change the emulator display size

1) Access the TG Main menu.
2) FromtheIBM isession menu, click Communication > Configure.

12



B Session A - [24 x 80]
File Edit View Communication

Disconnect
»  Autoconnect
Configure...

ecurity Information

3) In the Type of emulation group box, change Size to 27x132.
4) Click OK.
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2. Appendix

2.1. Libraries and Commands

The following libraries are installed:

TGPROD

TGDATA

TGINSTALL

TGBACKUP - Created at time of upgrade

The commands are installed in the QGPL library:

TGMENU —TGAudit Main Menu
TGRPT—Run a Report

TGCARD - Run Report Card
TGWRKRPT—-Work with Reports
TGWRKCARD — Work with Report Cards
TGLICSTS — Work with Licensing Status

15
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